xylem

FP 3085 LT 3~ 491

Technical specification
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Note: Picture might not correspond to the current configuration.

General

Open screw ty pe cutting impellers and single volute casing for liquids

containing long fibres and large solids. F3153 and F3171 are new

designs with high efficiency combined with excellent cutting performance.

Impeller
Impeller material

Discharge Flange Diameter

Spherodial graphite cast iron

100 mm

100 mm
200 mm
2

Suction Flange Diameter
Impeller diameter
Number of blades

Water, pure Curve ISO

Installation: P - Semi permanent, Wet

Motor
85 401 Motor # F3085.183 15-10-4AL-W 2KW
ReFune | [453 |33 Standard
40| 116] Stator v ariant 67
il Frequency 50 Hz
Rated voltage 400 V
P ‘ [ Number of poles 4
1 Phases 3~
Rated power 2 kW
| Rated current 4.5 A
DN 100 | . Starting current 19 A
| 2 Rated speed 1375 rpm
3l o S — | e Power factor
NS = — 18 1/1 Load 0.86
8lg & o 3/4 Load 0.81
R
70 1/2 Load 0.70
Motor efficiency
1/1 Load 74.0 %
920 (0 FURTHESTPONT) 3/4 Load 77.5 %
1/2 Load 78.0 %
Configuration
69 REFLINE
gty
5 ‘LZ‘EO_J \\_BoLT 220(4x)
3 vew 3-1 Weight
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xylem

FP 3085 LT 3~ 491

Performance curve
Pump

Discharge Flange Diameter 100 mm
Suction Flange Diameter 100 mm
Impeller diameter 200 mm
Number of blades 2

Motor
Motor #

Stator variant
Frequency
Rated voltage
Number of poles
Phases

Rated power
Rated current
Starting current
Rated speed

F3085.183 15-10-4AL-W 2KW

67

50 Hz
400 V

4

3~

2 kW
45A

19 A
1375 rpm

roSET—

Power factor

1/1 Load 0.86
3/4 Load 0.81
1/2 Load 0.70

Motor efficiency

1/1 Load 74.0 %
3/4 Load 775 %
1/2 Load 78.0 %
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xylem

FP 3085 LT 3~ 491
Duty Analysis
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FP 3085 LT 3~ 491 FINGE

VFD Curve
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VFD Analysis
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Dimensional drawing
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